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7.0 OPERATION (ELECTRONIC)

Ensure that a continuous gas fl ow is at the burner before installing the door. When lit for the fi rst time, the 
fi replace will emit an odor for a few hours. This is a normal temporary condition caused by the “burn-in” of 
paints and lubricants used in the manufacturing process and will not occur again. After extended periods of 
non-operation such as following a vacation or a warm weather season, the fi replace may emit a slight odor for 
a few hours. This is caused by dust particles in the heat exchanger burning off. In both cases, open a window 
to suffi ciently ventilate the room.

FOR YOUR SAFETY READ BEFORE LIGHTING:
A. Do not turn on if children or other at risk individuals are near the fi replace.
B. This fi replace is equipped with a pilot which must be lit by hand while following these instructions 

exactly.
C. Before operating smell all around the fi replace area for gas and next to the fl oor because some gas is 

heavier than air and will settle on the fl oor.
D. Use only your hand to turn the gas control knob. Never use tools. If the knob will not turn by hand, do 

not try to repair it. Call a qualifi ed service technician. Force or attempted repair may result in a fi re or 
explosion.

E. Do not use this fi replace if any part has been under water. Immediately call a qualifi ed service 
technician to inspect the fi replace and replace any part of the control system and any gas control 
which has been underwater.

WHAT TO DO IF YOU SMELL GAS:
•   Turn off all gas to the fi replace.
•   Open windows.
•   Do not try to light any appliance.
•   Do not touch any electric switch; do not use 
    any phone in your building.

•   Immediately call your gas supplier from 
    a  neighbour’s phone. Follow the gas 
    supplier’s  instructions.
•   If you cannot reach your gas supplier, 
    call the fi re department.

LIGHTING INSTRUCTIONS:
1. Stop! Read the above safety information on this label
2. Remove batteries from the transmitter.
3. Turn off all electrical power to the fi replace.
4. This fi replace is equipped with an ignition device which automatically lights the pilot. Do not try to 

light the pilot by hand.
5. Open the glass door.
6. Turn manual shutoff valve clockwise to off. Located behind the access panel.
7. Wait fi ve (5) minutes to clear out any gas. If you smell gas including near the 

fl oor, STOP! Follow “B” in the above safety information on this label. If you 
don’t smell gas go to the next step. 

8. Turn manual shutoff valve counter-clockwise to on.
9. Close the glass door.
10. Turn on all electric power to the fi replace and re-install batteries into the 

transmitter.
11.  Push the “ON” button on the transmitter. You should here an audible beep from 

the receiver which indicates communication (refer to Fireplace Operation for 
remote activation).

1. Turn off all electric power to the fi replace if service is to be performed.
2. Push in gas control knob slightly and turn clockwise to off. Do not force.

TO TURN OFF GAS:

GAS KNOB

47.3A

IF YOU DO NOT FOLLOW THESE INSTRUCTIONS EXACTLY, A FIRE OR EXPLOSION MAY RESULT 
CAUSING PROPERTY DAMAGE, PERSONAL INJURY OR LOSS OF LIFE. 

ALWAYS LIGHT THE PILOT WHETHER FOR THE FIRST TIME OR IF THE GAS SUPPLY HAS RUN OUT WITH 
THE GLASS DOOR OPENED OR REMOVED.

! WARNING
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Ensure that a continuous gas flow is at the burner before installing the door. When lit for the first time, the appliance will 
emit an odor for a few hours. This is a normal temporary condition caused by the "burn-in" of paints and lubricants used in 
the manufacturing process and will not occur again. 
After extended periods of non-operation such as following a vacation or a warm weather season, the appliance may emit a 
slight odor for a few hours. This is caused by dust particles in the heat exchanger burning off. In both cases, open a 
window to sufficiently ventilate the room.

FOR YOUR SAFETY READ BEFORE LIGHTING:
A.   This appliance is equipped with a pilot which must be lit by hand while following these instructions exactly.
B.   Before operating smell all around the appliance area for gas and next to the floor because some gas is heavier than 
       air and will settle on the floor.
C.   Use only your hand to turn the gas control knob. Never use tools. If the knob will not turn by hand, do not try to 
       repair it. Call a qualified service technician. Force or attempted repair may result in a fire or explosion.
D.   Do not use this appliance if any part has been under water. Immediately call a qualified service technician to inspect 
       the appliance and replace any part of the control system and any gas control which has been under water.

Turn off all gas to the appliance.
Open windows.
Do not try to light any appliance.
Do not touch any electric switch; do not use any 

    phone in your building.
GAS KNOB

WARNING: The gas valve has an interlock device which will not allow the pilot burner to be lit until the thermo-
couple has cooled. Allow approximately 60 seconds for the thermocouple to cool.
When lighting and re-lighting, the gas knob cannot be turned from pilot to off unless the knob is depressed slightly.
1.   Stop! Read the above safety information on this label.
2.   Turn off all electric power to the appliance.
3.   Turn the gas knob clockwise            to off.
4.   Wait five (5) minutes to clear out any gas. If you smell gas including near the floor. Stop! Follow "B" in the 
      above safety information on this label. If you don't smell gas go the next step.
5.   Turn gas knob counter-clockwise            to pilot.
6.   Depress slightly and hold gas knob while lighting the pilot with the push button igniter. Keep knob depressed for one 
      minute, then release. If pilot does not continue to burn, repeat steps 3 through 5.
7.   With pilot lit, depress and turn gas knob counter-clockwise            to on.
8.   If equipped with remote on-off switch / thermostat, main burner may not come on when you turn valve to on. Remote 
      switch must be in the on position to ignite burner.
9.   Turn on all electric power to the appliance.

1.   Turn off all electric power to the appliance if service is to be performed.
2.   Push in gas control knob slightly and turn clockwise           to off. Do not force.

Immediately call your gas supplier from a 
    neighbor's phone. Follow the gas 
    supplier's instructions.

If you cannot reach your gas supplier, 
    call the fire department.

WHAT TO DO IF YOU SMELL GAS:

LIGHTING INSTRUCTIONS:

TO TURN OFF GAS

TURN THE CONTROL VALVE TO THE OFF POSITION WHEN HEATER IS NOT IN USE.
47.2

IF YOU DO NOT FOLLOW THESE INSTRUCTIONS EXACTLY, A FIRE OR EXPLOSION MAY RESULT 
CAUSING PROPERTY DAMAGE, PERSONAL INJURY OR LOSS OF LIFE. 

ALWAYS LIGHT THE PILOT WHETHER FOR THE FIRST TIME OR IF THE GAS SUPPLY HAS RUN OUT WITH 
THE GLASS DOOR OPENED OR REMOVED.

! WARNING
8.0 OPERATION (MILLIVOLT)
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VENTURI ADJUSTMENT CHART
FUEL B30
NG 1/16” (1.5mm)
LP 3/8” (9.5mm)

This appliance has an air shutter that has been factory set open according 
to the chart below:

Regardless of venturi orientation, closing the air shutter will cause a more 
yellow flame, but can lead to carboning. Opening the air shutter will cause a 
more blue flame, but can cause flame lifting from the burner ports. The 
flame may not appear yellow immediately; allow 15 to 30 minutes for the 
final flame colour to be established. 

AIR SHUTTER ADJUSTMENT MUST ONLY BE DONE BY A QUALIFIED 
INSTALLER!

AIR 
SHUTTER 
OPENING

VENTURI
BURNER

ORIFICE

49.1

9.0 ADJUSTMENT
9.1 PILOT BURNER ADJUSTMENT

9.2 VENTURI ADJUSTMENT
ELECTRONIC MILLIVOLT

Adjust the pilot screw to provide properly sized fl ame. Turn in a 
clockwise direction to reduce the gas fl ow. 

Check Pressure Readings:  
Inlet pressure can be checked by turning screw (A) counter-
clockwise 2 or 3 turns and then placing pressure gauge tubing 
over the test point. Gauge should read as described on the chart 
below. Check that main burner is operating on “HI”.

Outlet pressure can be checked the same as above using 
screw (B). Gauge should read as described on the chart 
below. Check that main burner is operating on “HI”.

AFTER TAKING PRESSURE READINGS, BE SURE TO 
TURN SCREWS CLOCKWISE FIRMLY TO RESEAL. DO 
NOT OVERTORQUE.
Leak test with a soap and water solution.

Prior to pilot adjustment, ensure that the pilot assembly 
has not been painted. If overspray or painting of the pilot 
assembly has occurred remove the paint from the pilot 
assembly, or replace. Fine emery 
cloth or sandpaper can be used to 
remove the paint from the pilot hood,
electrode and fl ame sensor.

39.1C

A B

PILOT SCREW

FLAME MUST ENVELOP 
UPPER 3/8” (9.5mm) TO 1/2” 
(12.7mm) OF FLAME SENSOR

PILOT 
BURNER

ELECTRODE

FLAME 
SENSOR

3/8” - 1/2”
(9.5mm - 12.7mm)

Pressure

Inlet

Outlet

Natural Gas
(inches)

Natural Gas
(millibars)

Propane
(inches)

Propane
(millibars)

7"
(MIN. 4.5")

3.5"

13"
(MIN. 11")

10"

17.4mb
(MIN. 11.2mb)

8.7mb

32.4mb 
(MIN. 27.4mb)

24.9mb

ELECTRONIC
ILLUSTRATED

A B

PILOT SCREW
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It’s important to periodically perform a visual check of the pilot and 
burner fl ames. Compare them to the illustrations provided. If any fl ames 
appear abnormal call a service person.

54.2A

3/8” - 1/2”

FLAME MUST 
ENVELOP UPPER 

3/8" TO 1/2" 
(12.7mm - 9.5mm) OF
THERMOCOUPLE & 

THERMOPILE

(9.5mm - 12.7mm)

9.3 FLAME CHARACTERISTICS

10.0 MAINTENANCE

CAUTION: Label all wires prior to disconnection when servicing controls. Wiring errors can cause improper 
and dangerous operation. Verify proper operation after servicing. This appliance and its venting system 
should be inspected before use and at least annually by a qualifi ed service person. The appliance area must 
be kept clear and free of combustible materials, gasoline or other fl ammable vapors and liquids. The fl ow of 
combustion and ventilation air must not be obstructed.
A. In order to properly clean the burner and pilot assembly, remove the logs, rocks and/or glass to 

expose both assemblies.
B. Keep the control compartment, media, burner, air shutter opening and the area surrounding the logs 

clean by vacuuming or brushing, at least once a year.
C. Check to see that all burner ports are burning. Clean out any of the ports which may not be burning or 

are not burning properly. 
D. Check to see that the pilot fl ame is large enough to engulf the fl ame sensor and/or thermocouple / 

thermopile as well as reaches the burner.
E. Replace the cleaned logs, rocks or glass. Failure to properly position the media may cause carboning 

which can be distributed in the surrounding living area.
F. Check to see that the main burner ignites completely on all openings when turned on. A 5 to 10 

second total light-up period is satisfactory. If ignition takes longer, consult your local authorized dealer / 
distributor.

G. Check that the gasketing on the sides, top and bottom of the door is not broken or missing. Replace if 
necessary.

H. If for any reason the vent air intake system is disassembled, re-install and re-seal per the instructions 
provided for the initial installation.

I.  Cleaning the safety barrier may be necessary due to excessive lint / dust from carpeting, pets, etc. 
simply vacuum using the brush attachment.

J.  Ensure the pressure relief system performs effectively. Check that the gasket is not worn or damaged. 
Replace if necessary.

40.1D

MAINTENANCEMAINTENANCEMAINTENANCE
TURN OFF THE GAS AND ELECTRICAL POWER BEFORE SERVICING THE APPLIANCE.

APPLIANCE MAY BE HOT, DO NOT SERVICE UNTIL APPLIANCE HAS COOLED.

DO NOT USE ABRASIVE CLEANERS.

DO NOT PAINT THE PILOT ASSEMBLY.

! WARNING

MILLIVOLT 
ILLUSTRATED



115

W415-1397 / 10.01.14

FR

7.0 FONCTIONNEMENT (ÉLÉCTRONIQUE)

Assurez-vous que l’arrivée de gaz au brûleur est continue avant d’installer la porte. Lorsqu’il est allumé pour la première 
fois, ce foyer dégagera une légère odeur pendant quelques heures. Cela est une condition normale temporaire causée par 
le conditionnement des bûches et l’évaporation des peintures et lubrifi ants internes utilisés dans le processus de fabrica-
tion; elle ne se reproduira plus. Après de longues périodes sans utiliser le foyer, comme à la suite de vacances ou à la fi n 
de l’été, il se peut qu’une légère odeur se dégage pendant quelques heures. Ceci est causé par des particules de pous-
sière brûlant dans l’échangeur de chaleur. Dans les deux cas, ouvrez une fenêtre pour aérer la pièce.

POUR VOTRE SÉCURITÉ, LISEZ CE QUI SUIT AVANT D’ALLUMER
A. Ne pas allumer si des enfants ou d’autres individus à risque sont à proximité du foyer. 
B. Cet appareil est muni d’une veilleuse qui doit être allumée manuellement tout en suivant ces instructions à la lettre.
C. Avant d’allumer, sentez autour de l’appareil et près du plancher afi n de vous assurer qu’il n’y a pas de fuite de gaz. 

Certains gaz sont plus lourds que l’air et se déposeront au niveau du plancher.
D. N’utilisez que votre main pour tourner le bouton de contrôle du gaz. N’utilisez jamais d’outils. Si le bouton ne tourne 

pas manuellement, n’essayez pas de le réparer. Appelez un technicien qualifi é. Forcer le bouton ou tenter de réparer le 
mécanisme pourrait causer un feu ou une explosion.

E. N’utilisez pas ce foyer si une partie quelconque a été submergée. Contactez immédiatement un technicien qualifi é pour 
l’inspecter et pour remplacer toute pièce du système de contrôle et du contrôle du gaz qui aurait été submergée.

QUE FAIRE SI VOUS DÉTECTEZ UNE ODEUR DE GAZ
•   Coupez l’alimentation en gaz au foyer.
•   Ouvrez les fenêtres.
•   N’allumez aucun appareil.
•   Ne touchez à aucun interrupteur électrique; 

n’utilisez aucun téléphone dans votre immeuble.

•   De la maison d’un voisin, appelez im-
médiatement votre fournisseur de gaz 
et suivez ses instructions.

•   Si vous ne pouvez pas rejoindre votre 
fournisseur de gaz, appelez le service 
des incendies.

INSTRUCTIONS D’ALLUMAGE
1. Arrêtez! Lisez les consignes de sécurité ci-dessus.
2. Enlevez les piles de l’émetteur.
3. Coupez l’alimentation électrique à l’appareil.
4. Cet appareil est équipé d’un dispositif d’allumage qui allume automatiquement la veilleuse. N’essayez pas 

de l’allumer manuellement.
5. Enlevez la porte vitrée.
6. Tournez la soupape de sectionnement manuelle dans le sens horaire à « OFF ». Elle 

est située derrière le panneau d’accès. 
7. Attendez cinq (5) minutes pour que le gaz puisse s’échapper. Si vous détectez une 

odeur de gaz, y compris au niveau du plancher, ARRÊTEZ! et suivez les instructions 
ci-dessus « Que faire si vous détectez une odeur de gaz ». Continuez à l’étape suiv-
ante si vous ne sentez pas de gaz. 

8. Tournez la soupape de sectionnement manuelle dans le sens antihoraire à « ON ». 
9. Remettez en place la porte vitrée.
10. Rétablissez l’alimentation électrique au foyer et remettez les piles dans la télécommande.
11. Appuyez sur le bouton « ON » de la télécommande. Vous devriez entendre un bip du récepteur pour confi rm-

er la communication (consultez la section « Fonctionnement du foyer » pour l’activation de la télécommande).

1.   Coupez l’alimentation électrique au foyer si un travail d’entretien doit se faire.
2.   Enfoncez légèrement le bouton de contrôle du gaz et tournez vers la droite à « OFF ». Ne forcez pas.

INSTRUCTIONS POUR COUPER LE GAZ

GAS KNOB

47.3A

SI CES INSTRUCTIONS NE SONT PAS SUIVIES À LA LETTRE, UN FEU OU UNE EXPLOSION POURRAIENT 
S’ENSUIVRE, CAUSANT DES DOMMAGES MATÉRIELS, DES BLESSURES CORPORELLES OU DES PERTES 

DE VIE. 

ALLUMEZ TOUJOURS LA VEILLEUSE, QUE CE SOIT POUR LA PREMIÈRE FOIS OU LORSQUE 
L’APPROVISIONNEMENT EN GAZ EST ÉPUISÉ, AVEC LA PORTE VITRÉE OUVERTE OU RETIRÉE.

! AVERTISSEMENT
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Ensure that a continuous gas flow is at the burner before installing the door. When lit for the first time, the appliance will 
emit an odor for a few hours. This is a normal temporary condition caused by the "burn-in" of paints and lubricants used in 
the manufacturing process and will not occur again. 
After extended periods of non-operation such as following a vacation or a warm weather season, the appliance may emit a 
slight odor for a few hours. This is caused by dust particles in the heat exchanger burning off. In both cases, open a 
window to sufficiently ventilate the room.

FOR YOUR SAFETY READ BEFORE LIGHTING:
A.   This appliance is equipped with a pilot which must be lit by hand while following these instructions exactly.
B.   Before operating smell all around the appliance area for gas and next to the floor because some gas is heavier than 
       air and will settle on the floor.
C.   Use only your hand to turn the gas control knob. Never use tools. If the knob will not turn by hand, do not try to 
       repair it. Call a qualified service technician. Force or attempted repair may result in a fire or explosion.
D.   Do not use this appliance if any part has been under water. Immediately call a qualified service technician to inspect 
       the appliance and replace any part of the control system and any gas control which has been under water.

Turn off all gas to the appliance.
Open windows.
Do not try to light any appliance.
Do not touch any electric switch; do not use any 

    phone in your building.
GAS KNOB

WARNING: The gas valve has an interlock device which will not allow the pilot burner to be lit until the thermo-
couple has cooled. Allow approximately 60 seconds for the thermocouple to cool.
When lighting and re-lighting, the gas knob cannot be turned from pilot to off unless the knob is depressed slightly.
1.   Stop! Read the above safety information on this label.
2.   Turn off all electric power to the appliance.
3.   Turn the gas knob clockwise            to off.
4.   Wait five (5) minutes to clear out any gas. If you smell gas including near the floor. Stop! Follow "B" in the 
      above safety information on this label. If you don't smell gas go the next step.
5.   Turn gas knob counter-clockwise            to pilot.
6.   Depress slightly and hold gas knob while lighting the pilot with the push button igniter. Keep knob depressed for one 
      minute, then release. If pilot does not continue to burn, repeat steps 3 through 5.
7.   With pilot lit, depress and turn gas knob counter-clockwise            to on.
8.   If equipped with remote on-off switch / thermostat, main burner may not come on when you turn valve to on. Remote 
      switch must be in the on position to ignite burner.
9.   Turn on all electric power to the appliance.

1.   Turn off all electric power to the appliance if service is to be performed.
2.   Push in gas control knob slightly and turn clockwise           to off. Do not force.

Immediately call your gas supplier from a 
    neighbor's phone. Follow the gas 
    supplier's instructions.

If you cannot reach your gas supplier, 
    call the fire department.

WHAT TO DO IF YOU SMELL GAS:

LIGHTING INSTRUCTIONS:

TO TURN OFF GAS

TURN THE CONTROL VALVE TO THE OFF POSITION WHEN HEATER IS NOT IN USE.
47.2

IF YOU DO NOT FOLLOW THESE INSTRUCTIONS EXACTLY, A FIRE OR EXPLOSION MAY RESULT 
CAUSING PROPERTY DAMAGE, PERSONAL INJURY OR LOSS OF LIFE. 

ALWAYS LIGHT THE PILOT WHETHER FOR THE FIRST TIME OR IF THE GAS SUPPLY HAS RUN OUT WITH 
THE GLASS DOOR OPENED OR REMOVED.

! WARNING
8.0 FONCTIONNEMENT (MILLIVOLT)



L’ouverture du volet d’air a été préréglée en usine selon le tableau 
ci-dessous :

Indépendamment de l’orientation du venturi, plus le volet est fermé, 
plus la flamme est jaune et aura tendance à causer des dépôts de  
carbone. Plus le volet est ouvert, plus la flamme est bleue et plus elle a 
tendance à se détacher des orifices du brûleur. La flamme peut ne pas 
être jaune immé-diatement; allouez de 15 à 30 minutes pour que la 
couleur finale de la flamme se stabilise.
 
LE RÉGLAGE DU VOLET D’AIR DOIT ÊTRE EXÉCUTÉ PAR UN
TECHNICIEN OU INSTALLATEUR QUALIFIÉ!

VENTURI

INJECTEUR

49.1

OUVERTURE 
DU VOLET 
D’AIR

TABLEAU DE RÉGLAGE DU VENTURI
COMBUSTIBLE B30

GN 1/16” (1.5mm)
PL 3/8” (9.5mm)
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9.0 RÉGLAGES
9.1 RÉGLAGE DE LA VEILLEUSE

9.2 RÉGLAGE DU VENTURI

ÉLÉCTRONIQUE MILLIVOLT

Ajustez la vis de la veilleuse pour obtenir une fl amme de taille 
normale. Tournez vers la droite pour réduire l’apport de gaz.  
VÉRIFIER LA PRESSION :  
Pour vérifi er la pression d’arrivée, tournez la vis (A) vers la 
gauche deux à trois tours, puis emboîtez le tube du manomètre 
sur la pointe d’essai. Le manomètre doit indiquer la pression 
comme décrit sur le diagramme ci-dessous. Assurez-vous que le 
brûleur principal fonctionne à « HI ».
La vérifi cation de la pression de sortie s’effectue comme 
ci-dessus en utilisant la vis (B). Le manomètre doit indiquer 
la pression comme décrit sur le diagramme ci-dessous. 
Assurez-vous que le brûleur principal fonctionne à « HI ».

APRÈS AVOIR PRIS LA LECTURE DES PRESSIONS, 
ASSUREZ-VOUS DE TOURNER FERMEMENT LES VIS 
VERS LA DROITE POUR SCELLER. NE SEREZ PAS TROP FORT.
Vérifi ez pour des fuites en apliquant une solution d’eau savonneuse.
Avant d’effectuer le réglage de la veilleuse, assurez-vous que l’assemblage de la 
veilleuse n’a pas été peint. S’il y a des traces de peinture ou de surpulvérisation, 
enlevez-les de l’assemblage de la veilleuse ou remplacez-le. Une toile d’émeri 
ou du papier sablé fi ns peut être utilisé pour enlever la peinture sur la hotte de la 
veilleuse, sur l’électrode et sur le capteur de fl amme. 

39.1C

A B

VIS DE LA VEILLEUSE

Pression Gaz Naturel
(pouces)

Gaz Naturel
(millibars)

Propane
(pouces)

Propane
(millibars)

Arrivée 7” (min.4,5”) 17,4 mb (min.11,2mb) 13” (min.11”) 32,4 mb (min.27,4mb)
Sortie 3,5” 8,7 mb 10” 24,9 mb

3/8” - 1/2”
(9,5mm - 12,7mm)

LA FLAMME DOIT 
ENVELOPPER LA PARTIE 
SUPÉRIEURE DE LA SONDE 
DE FLAMME DE 3/8” (9,5mm) 
À 1/2” (12,7mm)

ÉLECTRODE

LA SONDE 
DE FLAMME

VEILLEUSE

A B

ÉLÉCTRONIQUE
ILLUSTRÉ



Il est important d’effectuer périodiquement une inspection visuelle de la fl amme de la veilleuse et du brûleur. 
Comparez-les à ces illustrations. Si des fl ammes paraissent anormales, contactez un technicien de service.

54.2A

              3/8” - 1/2”
(9,5mm - 12,7mm)

LA FLAMME DOIT 
ENVELOPPER LA 

PARTIE SUPÉRIEURE 
DU THERMOCOUPLE 

ET DE LA THERMOPILE 
DE 3/8" À 1/2" 

(9,5mm - 12,7mm)

ATTENTION : Lors de l’entretien des contrôles, assurez-vous d’identifi er chacun des fi ls avant de les 
débrancher. Une réinstallation incorrecte des fi ls peut occasionner un mauvais fonctionnement et être 
dangereuse. Assurez-vous que l’appareil fonctionne adéquatement une fois l’entretien terminé. Cet appareil 
et son système d’évacuation devraient être inspectés avant la première utilisation et au moins une fois l’an 
par un technicien de service qualifi é. L’espace entourant l’appareil doit être gardé propre et libre de matériaux 
combustibles, d’essence ou autres liquides et vapeurs infl ammables. Les apports d’air comburant et d’air de 
convection ne doivent pas être obstrués. 
A. Pour nettoyer le brûleur principal et la veilleuse adéquatement, il faut retirer les bûches, les roches ou 

la vitre afi n de dégager les deux ensembles. 
B. Gardez le compartiment des contrôles, les composants décoratifs, le brûleur, le volet d’air et l’espace 

entourant les bûches propres en brossant ou en passant l’aspirateur au moins une fois l’an. 
C. Assurez-vous que tous les orifi ces des brûleurs produisent des fl ammes. Nettoyez tous les orifi ces qui 

n’ont pas de fl amme ou dont la fl amme ne brûle pas adéquatement. 
D. Assurez-vous que la fl amme de la veilleuse est assez puissante pour envelopper la sonde de fl amme 

et/ou le thermocouple/thermopile et qu’elle atteigne le brûleur. 
E. Remettez en place les bûches, les roches ou la vitre nettoyées, si équipé. Omettre de positionner les 

composants décoratifs adéquatement peut causer des dépots de carbone qui peuvent se déposer 
dans des endroits de séjour avoisinants.

F. Vérifi ez si le brûleur principal allume sur tous les orifi ces lorsque le bouton de contrôle du gaz est à 
« ON ». Un temps d’allumage total de 5 à 10 secondes est satisfaisant. Si l’allumage prend plus de 
temps, consultez votre détaillant autorisé. 

G. Vérifi ez si les joints d’étanchéité sur les côtés, le haut et le bas de la porte ne sont pas brisés ou 
manquants. Remplacez si nécessaire. 

H. Si pour une raison quelconque le système d’évents de prise d’air est démonté, réinstallez et rescellez-
le selon les instructions fournies dans l’installation initiale.

I. Il est possible que l’écran de protection (pare-étincelles) nécessite un nettoyage occasionnel en raison 
des peluches/poussières provenant des tapis, des animaux, etc. il suffi t de passer l’aspirateur à l’aide 
de l’embout avec une brosse.

J.  Vérifi ez si le système de décharge de pression effectue effi cacement. Vérifi ez si les joints d’étanchéité 
ne sont pas brisés ou manquants. Remplacez si nécessaire. 

40.1D

! AVERTISSEMENT
COUPEZ L’ALIMENTATION EN GAZ ET L’ALIMENTATION ÉLECTRIQUE AVANT DE PROCÉDER À 

L’ENTRETIEN DE L’APPAREIL.
L’APPAREIL PEUT ÊTRE CHAUD. ATTENDEZ QU’IL SOIT REFROIDI AVANT D’EN FAIRE L’ENTRETIEN.

N’UTILISEZ PAS DE PRODUITS ABRASIFS.
NE PEINTURE PAS L’ASSEMBLAGE DU VEILLEUSE.

10.0 ENTRETIEN

MILLIVOLT 
ILLUSTRÉ
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9.3 CARACTÉRISTIQUES DE LA FLAMME


